
FOR BONE-IN 

AND BONELESS 

PRODUCTS

DOUBLE HEAD
With a second injection head the customer can double 
the quantity of needles in order to inject products with 
very high production rates or the increase the capacity 
per hour with a bigger advance. Another possibility is the 
use of a tenderizing head after the injection head.

BRINE INJECTOR HPI 650

ZA PROIZVODE
SA KOSTIMA I

BEZ KOSTIJU

DVE GLAVE
Druga glava udvostručuje broj igala za vrlo visok stepen
ubrizgavanja ili povećava satni kapacitet većim pomakom.
AlternaƟvno se iza glave za ubrizgavanje može korisƟƟ glava za
omekšavanje mesa.

INJEKTOR SALAMURE HPI 650

Ilustracija serije proizvođača; specifikacije se odnose na izabrani model.
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TYPE HPI

 / 
working width

 
advance in mm/stroke

quantitiy of needles injector
with single head

quantitiy of needles injector
with double head

 / 
transport system

 / 
stroke height in mm

 / 
brine pressure in bar

 / 
stroke speed

connection power in kW

 / 
length (mm)

 /
width (mm)

 / 
height (mm)

 / weight (kg)

HPI 650

650

41/82

walking beam

200 / 230

0,5 - 4

15 - 55

18

2.570

1.670

2.200

1.600

 Changes reserved.

TIP HPI

Radna širina

Pomak u mm/hodu

Broj igala, jedna glava

Broj igala, dve glave

Transportni sistem

Visina hoda u mm

PriƟsak salamure u bar

Brzina hoda

Priključna snaga u kW

Dužina u mm

Širina u mm

Visina u mm

Masa u kg

160 ili 243

320 ili 486

Češalj od inoksa

Zadržano pravo izmena.


